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Chapter 1

• Added fire investigators and fire 
inspectors to the document (1.2.2)

‘Inspectigators’
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Chapter 3 Fireground Contaminants

‘Airborne, dermal, ocular, or 
respiratory hazards consisting 
of products of combustion, 
carcinogens, toxic chemicals, 
and ultrafine particles and 
other incidental health 
hazards’ (3.3.20.3)
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Chapter 4

• Added products of combustion, carcinogens, 
contaminants to the FD risk management plan 
and risk reduction strategy and policy (4.2.2 & 
4.3.1)

•Products of combustion, carcinogens, and 
fireground contaminants  shall be collected as 
part of the data collection system (4.6.2) 

Risk Reduction & Data Collection
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Chapter 5

• All members shall be trained in the risks 
associated with workplace exposure to products 
of combustion, carcinogens, fireground 
contaminants and other incident-related health 
hazards (5.3.13)

• Members shall be trained to recognize when a 
workplace exposure has occurred and to know the 
control methods for personal decontamination, 
decontamination of PC&E, and the risks of cross-
contamination (5.3.13.1*)

Exposures & Training Activities
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Chapter 7

Structural fire-fighting and proximity fire-
fighting protective ensembles and 
ensemble elements shall be cleaned as 
specified in NFPA 1851 (7.1.4) existing text

Cleaning and Care
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Chapter 7

When engaged in any operation 
where members could encounter 
atmospheres that are IDLH or potentially 
IDLH, or where the atmosphere is undefined 
or hazardous (including overhaul), the fire 
department shall provide and require all 
members to use SCBA that has been 
certified as being compliant with NFPA 
1981 (7.10.7)

SCBA Use During Overhaul
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Chapter 7

Respiratory protection for any entry into 
the post-fire environment before or after 
overhaul shall be at least a fitted full-face 
air-purifying respirator (APR) with 
protection against fireground toxic 
contaminants when used in compliance 
with 14.4.2.1 (7.10.9)

Post-Fire Respiratory 
Protection
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Chapter 8

• Members performing overhaul operations 
shall wear applicable protective clothing and a 
supplied-air respirator (8.6.13.1)

• When overhaul is not actively taking place, 
fire investigators or other members who enter 
the fire area following extinguishment shall 
wear protective clothing and a supplied-air 
respirator or an appropriate air-purifying 
respirator for respiratory hazards that could be 
encountered (8.6.13.2)

Protective Clothing & Equipment
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Chapter 8 Rehabilitation During 
Emergency Operations (8.9)

• Personnel shall undergo rehabilitation 
in accordance with NFPA 1584
(8.9.1*) 

• Personnel shall not be permitted to 
use more than two SCBA cylinders 
before they are sent to rehabilitation 
operations (8.9.1.1*)
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Chapter 11 Cancer Screening Requirements: 
NFPA 1582 (2018)

Skin, Colon, Prostate, Lung, Cervical, 
Oral, Thyroid, Testicular, Bladder 

7.7.22* Cancer and Cardiovascular Disease Risk 
Reduction.
The fire department physician shall annually inform 
members of the heightened risks of cardiovascular disease 
and various types of cancer associated with fire fighting & 
the routes of hazardous exposures related to fire fighting, as 
well as common signs, symptoms, and preventive measures 
for both cardiovascular disease and cancers. 
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Chapter 14 (New)



Training

• The AHJ shall provide training on the hazards associated 
with exposure to fireground toxic contaminants (14.1)

• Training Training on the hazards associated with exposure 
to fireground toxic contaminants shall include the 
following:

1) Awareness
2) Prevention
3) Mitigation
4) Risk factors



Prevention and Mitigation
The AHJ shall provide standard 
operating procedures (SOPs) 
related to the prevention and 
mitigation of fire fighter exposure 
to fireground toxic contaminants 
(14.2)



Cleaning and Maintenance
• The AHJ shall provide for the cleaning 
and maintenance of protective 
clothing and equipment (14.3.1)

• The AHJ shall ensure that soiled or 
contaminated protective clothing and 
equipment is removed from service 
until cleaned and disinfected in 
accordance with NFPA 1851 (14.3.2)



Mitigation of Fireground Toxic
Contaminant Exposure
• Appropriate protective clothing and equipment (PC&E) 
shall be worn during all phases of fireground operations 
(14.4.1)

• Respiratory protection during overhaul shall consist of a 
supplied air respirator (14.4.2)



APR Use in the 
Post-Fire 
Environment 1.>30 minutes post-extinguishment

2.No active overhaul

3.PPV in place

4.Continuous air monitoring
a. HCN <4.7ppm

b. CO <35ppm



APR Use in the Post-Fire Environment 

• The chemical cartridge shall be NIOSH approved to provide 
protection against atmospheres containing particulates, acid 
gases, organic vapors, and formaldehyde (14.4.2.1.2)

• A filter change out schedule shall be established for the 
environmental hazards present at each incident (14.4.2.1.3)



Post-Incident Fireground Toxic 
Contaminant Exposure 
• The AHJ shall train its members on the appropriate doffing 
and containment of contaminated protective clothing and 
equipment (14.5.1)

• Training on doffing and containment of contaminated 
protective clothing and equipment shall include prevention 
of possible cross-contamination (14.5.1.1)



Post-Incident Fireground Toxic 
Contaminant Exposure 
• The AHJ shall provide standard operation procedures 
related to the decontamination of fire fighters exposed to 
fireground toxic contaminants (14.5.2)

• The AHJ shall provide appropriate decontamination 
facilities and equipment for fire fighters exposed to 
fireground toxic contaminants (14.5.3)



Post-Incident Fireground Toxic 
Contaminant Exposure (14.5.3.1)
• Fire fighter personal hygiene following exposure to 
fireground toxic contaminants shall include the following:

• Wiping skin areas near the interfaces of protective clothing 
and equipment with a wet wipe immediately after doffing

• Taking a hot shower within an hour of an incident where an 
exposure could have occurred



Exposure Reporting Requirements
• The AHJ shall establish an exposure reporting system for its 
members to use to record possible exposure to fireground toxic 
contaminants, airborne hazards, dusts, or chemicals (14.6.1)

• The exposure report records shall be maintained by the AHJ for 
at least 15 years following the member’s separation from the 
AHJ or until the death of the member, whichever occurs first 
(14.6.1.1)

• The member shall have access to their personal exposure 
records (14.6.1.2)



Exposure Reporting Requirements
• All personnel potentially exposed to fireground toxic 
containments, airborne hazards, dusts, or chemicals shall 
complete an exposure report (14.6.2)



Exposure Reporting
A PROPOSED BEST PRACTICE



Two Level Exposure Reporting
1. Level I:  Incident Exposure Report

◦ Completed as part of the Fire Reporting System (NFIRS, 
NFORS)







Two Level Exposure Reporting
1. Level I:  Incident Exposure Report

◦ Completed as part of the Fire Reporting System (NFIRS, 
NFORS)

2. Level 2: Personal Exposure Record
◦ Completed for significant/gross exposure

◦ May be triggered by certain incident types or exposures as 
reported in the Incident Exposure Report

◦ NFORS





Exposure App
Dashboard
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‘How Clean is Clean?’

• How soiled is contaminated?

• Currently, no industry standards that conclusively and 
reliably show that clothing is being adequately cleaned 

• Establish clear and definitive guidance for applying cleaning 
and decontamination procedures that effectively remove 
both chemical and biological contaminants 

• August 2018; AFG Fire Prevention & Safety Grant



What Next?
•NFPA 1500 (2019) 
• Continues to evolve as the umbrella document for Occupational 

Safety and Health

•NFPA 1584 (2020)
•A complete overhaul of this document
•Name and Scope should evolve



NFPA 1584
F2020

Major Revision Planned

•Contamination control

•Post-fire hygiene

•Cross contamination

•On-scene decon

•Station level decon



What Next?
•NFPA 1500 (2019) 
• Continues to evolve as the umbrella document for OSH

•NFPA 1584 (2020)
• A complete overhaul of this document
• Name and Scope should evolve

•NFPA 1581 (2020) – Infection Control Program 
• Considering expanding this to ‘Contamination and Infection Control'
• Vehicles and living area’s
• Plan B :A New Document???



What other Standards address 
contamination control?

•PC&E Performance & Design documents address 
contamination controls where appropriate 
•All PC&E selection, care and maintenance documents should 

address decon, cleaning, and care following typical FG 
exposures
•Professional Qualifications documents establish the training 

requirements
•Training documents should address training requirements for 

awareness, prevention, mitigation and control



The Use of Saunas for Post-Fire Detox
•Not supported by actual (peer reviewed) science
•Plenty of ‘studies’ from the sauna industry

• Use of saunas after fire fighting may increase the 
potential for dehydration, heat-related illnesses and 
heart and kidney disorders.

• May actually result in increased absorption of toxins



BWC Grant 
Program

- Up to $15,000 
towards barrier 
hoods and 
firefighter 
gloves

- See The First 
Due News for 
more details


